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APPLICATION NOTE EDIT-IN-PLACE ON A T2 ELITE-A

Introduction

Since SP 2.0, NLE software can edit HQ or XDCAM clips directly on the T2 Elite-A model — also referred to as “edit-in-place.” This significantly
speeds up the workflow because there is no need to transfer or convert media assets. This Application Note explains how edit-in-place works,
using popular Macintosh and Windows NLE software.

NLE Software Tested with Edit-in-Place

Because edit-in-place on the T2 Elite-A uses the CIFS protocol, it is a feature that be taken advantage of by most leading NLE editing software
applications, whether on a Macintosh or a PC:

Function Format Editing EDIUS Premiere Pro CC Final Cut Pro 7 Media Composer
Captured on T2 Grass Valley HQ Normal Editing Yes Yes*! Yes*! Yes*"2
Time Shift Editing Yes
XDCAM Normal Editing Yes Yes Yes
Time Shift Editing*® Yes Yes
Transcoded by T2 Grass Valley HQ Normal Editing Yes Yes*! Yes*! Yes*!:2
XDCAM Normal Editing Yes Yes Yes
Notes:

Tested software: Grass Valley EDIUS Pro 7 (Win), Adobe Premiere Pro ™1 Clips with 24-bit, 8-channel audio are not supported (the NLE will import video
CC (Win/Mac), Apple Final Cut Pro 7 (Mac), Avid Media Composer 7 only). We recommend using clips with 16-bit, 2-channel audio.

(Win). *2 Grass Valley HQ is transcoded to DNxHD MXF.

Copying and exporting clips to internal storage of T2 from PC is not  *3 Ensure that [Allow to edit growing MXF file] is checked in [Input Settings] of
supported. [Config.].

T2 Timeshift Functionality by Service Pack

T2 Function Supported NLE Capture Location SP2.0 SP1.3A SP1.2 SP1.1 SP1.0 SPO
Format
Direct access*' EDIUS
(edit in place) Premiere Pro CC HQ Internal Yes
Media Composer XDCAM storage
Final Cut Pro 7
T2 FTP server*? Internal
EDIUS XDCAM storage Yes Yes
FTP export to K2 Internal
*6
SAN* EDIUS XDCAM storage Yes Yes
External capture** EDIUS HQ External Y Y v Y Y
XDCAM storage es es es es es
Exporting clips*® Internal
EDIUS HQ storage Yes Yes Yes Yes Yes Yes

*1 T2 Elite only.

*2 EDIUS (Source Browser) imports XDCAM clips into T2 via FTP.

*3 T2 exports XDCAM clips to K2 SAN. EDIUS (Source Browser) import of XDCAM clips from K2 SAN.
*4 EDIUS (Bin window) imports clips from external storage connected to the T2.

*5 T2 exports captured clips to external storage and EDIUS (Bin window) imports them.

*6 Clips are imported to EDIUS in CMF format.
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Overview of Edit in Place Workflow on PC (tested using Windows 7)

Configuration

B General

T2 Elite-A Settings

1. Select [Config.] > [General] > [Network 1 (or
2)] and configure the IP address and DNS
server address.

Configuration

sing file of the

2. Select [Share Folder], check the [Share a T2
media storage as share folder] in the Direct
access folder area. Select [OK].

If you need to confirm the User Accounts, select
[Config.] > [General] > [Share Folder] and click
[Settings...] in the User Account area. The de-
fault user account is described in the T2 User
Manual. )
e 0 to media files on interna X Elite model
HD
re folder

2 name of i tolder

[#) Limit the oper.
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Windows PC network settings (if required)

1. Open [Control Panel] and enter “adapter” into the search box.
Underneath [Network and Sharing Center] select [View Network
Connections]. Right-click the network connection you are using
and select [Properties].

2. Select [Internet Protocol Version 4 (TCP/IPv4)] and click

[Properties]. The Properties window appears. Set the IP address
and the DNS server address.

APPLICATION NOTE EDIT-IN-PLACE ON A T2 ELITE-A

. Local Area Connection Properties

Metwarking | Sharing

Connect using:

l_-? Realtek PCle GBE Family Controller #2

Thiz connection uzes the following items:

Ll Client for Microzoft Metworks
.@g File and Prirter Sharing for Microsoft Mebworks
EQDS Packet Scheduler

<t Link-Layer Topology Discoverw Mapper 10 Driver
i Link-Layer Topology Digcoverny Responder

<t |nternet Pratocol Yersion & [TCPAPYE)

vt [nternet Protocol Yersion 4 [TCP/APw4)

J |

Allowss your computer o access resources on a Microsoft
network.

l Inztall... Uninztall ] Properties

Dezcrption

ak. ][ Cancel ]

P

Internet Protocol Version 4 (TCP/IPvd) Properties

9l |

General

fou can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

(") Obtain an IP address automatically

| (@) Use the following IP address:

IP address: 192 .168 . 50 . §

Subnet mask: 255 . 255 .255 . O

Default gateway:

Obtain DMS server address automatically
(@) Use the following DNS server addresses:

Preferred DNS server:

Alternate DNS server:

[] validate settings upon exit

l [ Cancel

]
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—

| ) 1M 4\\192,168.50.1

File Edit Wiew Tools Help

Organize = Systern properties Uninstall or change a program Map n«

Windows PC access to T2

4 Hard Disk Drives (1)
Local Disk (C:)

ﬂ, 27.5 GB free of 223 GB

4 Devices with Removable Storage (1)

1. Open Windows Explorer enter
the IP address of the T2 (e.g.,
192.168.50.1) in the address bar.

= -

3 DVD RW Drive (D)

4 Network Location (7)

Windows Security ﬁ

Enter Network Password
Enter your password to connect to: 192.168.50.1

p—— | Lser name |
| | Pazsword |
2. The User Account window ap- 5
. |
pears. Enter user name and pass- Domain: GV )
word for the T2. "] Remember my credentials f

Insert a smart card

'@' Logeon failure: unknown user name or bad password.

| ok || cancel
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=% » Network » 192168501 »

File Edit View Tools Help
Organize » Search active directory Network and Sharing Center 2 5.~ O @I
|
} Share
- Share
[ q 4
|
3. The [Share] folder on the internal
storage of the T2 is shown.
. ! | 1item
{
( - o | B e
@Uv| L » Metwork » 192168501 » Share » Default ~ [ 49 || Search Der.. |
File Edit View Tools Help
Organize « Burn MNew folder g= = il @
MName Date modified Type Size i
) || 2sec.avi 10/10/2014 &:07 PM  Video Clip 38,867 K
4. Double-click the [Share] folder and [E) 5sec.avi 10/10/2014 &:06 PM  Video Clip 96,928 KE
you will see all the folders of the | AVI16bit2ch.avi 12/16/2014 6:22 PM  Video Cli 152,676 KE
T2 bin. You will be able to select = rech-av ' Lj Teem s e
Grass Valley HQ AVI or XDCAM || AVI 24bit8ch.avi 12/16/2014 6:23 PM  Video Clip 159,798 KE
MXF files from your NLE software || Clip1).avi 12/4/2014 4:20 PM Video Clip 90,838 KE| 2
of choice. | Clip(2).mxf 12/4/2014 4:21 PM MXF File 26,177 KE
Note: If you are capturing video L_| Clip(3).rmxf 12/5/2014 9:09 AM MXF File 186,581 KE
clips on the T2, the captured clips | Clip(4).rxf 12/5/2014 9:13 AM MXF File 149,904 KE
will appear after approximately 10 || Clip(5).avi 12/5/2014 9:14 AM Video Clip 109,528 KE
seconds. [E| Clip(6).avi 12/5/2014 9:15 AM  Video Clip 46,979 I{EJ
|| Clip(7).avi 12/16/2014 &:01 PM  Video Clip 83,162 KE
|| Clip.avi 10/10/2014 &:09 PM  Video Clip 1,274,971 KE
B MexicoWeavers-1080i-80-Mb-60.avi 11/12/201012:47 ...  Video Clip 3,203,862 KE
|| nature.avi 11/12/2010 2:31 PM  Video Clip 7,638,626 KE ~
4 1 | ¥
17 items Offline status: Online
, Offline availability: Not available
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Overview of Edit-in-Place Workflow on a Macintosh (tested using
Mac OS X Mavericks)

T2 Elite-A Settings: Same as
for Edit in Place Workflow
onaPC

Mac network settings (if
required)

1. Open [System Preferences] and
select [Network]. Click the net-
work connection that you wish
to set up and set IP address and
DNS server address.

Mac access to T2

1. Select the [Go] menu > [Connect
to Server...] in the Finder menu
bar.

800
[« > | [ Showau | Q )

T i e s e T i s = TP

MNetwork

ar

Location: [ Automatic

. Ethernet 2 Pl
° Connected Sl Status: Connected
- . Ethernet 2 is currently active and has the IP
Wi-Fi ) address 192.168.50.201.
Connected -
Ethernet 1 0 B "
et i e Gosp Configure IPv4: [ Manually =

FireWire
Mot Connected

Subnet Mask: |255.255.255.0
@ Bluetooth PAN
Mot Connected

|
IP Address: | 192.168.50.201 |

N |
@ Router: | |
DNS Server:

Search Domains:

Advanced...
BEr [ Advanced.. ] @)
| Assist me... | Revert Apply
® Finder File Edit View el Window Help
Back #8[
Forward 3]

Select Startup Disk on Desktop

El All My Files

[ Documents 4RO
Desktop 4+#D
& Downloads CHL
& Home {+3H
] Computer G HC
@ AirDrop R
@ Network 42K
& Applications G HA

% Utilities
Recent Folders

Go to Folder...
Connect to Server...

www.grassvalley.com



APPLICATION NOTE EDIT-IN-PLACE ON A T2 ELITE-A

2. The Connect to Server window
appears. Enter “smb://(IP address
of the T2)” in the address bar.
Click [Connect].

3. The User Account window ap-
pears. Enter user name and pass-
word of the T2.

@00

Connect to Server

Server Address:

'smb://192.168.50.1 I[+] (O]

Favorite Servers:

IZ\:';J‘_ZZI Remove | Browse | | Connect |

Enter your name and password for the server
“192.168.50.1".

Connect as: '._:_.'IL'UEEt
(*) Registered User

Name: ||

Password:

|| Remember this password in my keychain

| Cancel | | Connect
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800 [} Share "
|mm| (=~ 2] © | (&%~ (q
'1 Share

A
v
3
:
i

4444 Bin Default HQ
4. The [Share] folder on the internal
storage of the T2 is shown. Speed still
[ Share
R & items ale—
8686 [ Default =]

— - - - -

AVl AVl AVl AVI LAY

5. You will be able to select Grass

2sec.avi Ssec.avi AV 16bit2ch.avi AV 24bitBch.avi Clip.avi
Valley HQ AVI or XDCAM MXEF files
from your NLE software of choice. N o
Note: If you are capturing video clips a G
on the T2, the captured clips will al al
Clip(1).avi Clip(2).mxf Clip(3).mxf Clip(4).mxf Clip(5).avi

appear after approximately 10 sec-
onds.

- - - - -

Q Q Q Q Q

AVl AVl AVl AVI AVl
Clip(6).avi Clip(7).avi MexicoWeavers-10 nature.avi SkyDivel080_1-1.a
80i-80-Mb-60.avi vi
[Z) Share » [ Default
X 17 items EY=
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